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BORDER REV: DATE:

USt3B IS ASSUMED TO RUN
IN THE NORTH/SOUTH
DIRECTIOCN

EQUIPMENT LIST

A. EQUIPMENT TO BE SUPPLIED BY S.H.A..

ITEM
ND. ( DESCRIPTION QUANTITY
9086 Video detection in+er¥doe 1 EA

equipment: 1-4 cameras
(To be installed by signal shopl.

B. EQUIPMENT TO BE SUPPLIED BY S.H.A..

ITEM , :

ND. - DESCRIPTION QUANTITY

1001 * - MOT has alireqady been *
inciuded on previous sheets.

8004 * - Remove and dispose has x*
aiready been included
on sheet 1

8026 Video detection camera 4 EA

8028 Contro! cable. 500', video ‘ 4 EA

detection camera to control ler
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PROPOSED CAMERAS
#« - VIDED DE?ECT!GN CAMERA'{A—D)

NEMA PHASING
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PRE-EMPTION | FLASHING
RAILROAD OPERATION

PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
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GENERAL NOTES

1.VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH
THE SHA ENGINEER.

2. THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF
EEEIESEE$OLLER EQUIPMENT IN ORDER TO OPERATE VIDEO DETECTION

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL VIDEO
DETECTION CAMERA CABLES 7O THE APPROPRIATE TERMINALS AND
PROPERLY LABEL EACH CABLE SO THAT SHA FORCES CAN MAKE THE FINAL CONNECTIONS.

4. THE INSTALLATION OF PROPOSED VIDEOD DETECTION EQUIPMENT SHALL
NECESSITATE THE REMOVAL OF EXISTING CABLES ASSOCIATED WITH
THE PRESENCE LOOP DETECTORS BEING REPLACED BY VIDED DETECTION.

5. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY- OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE ,
SIGNAL MODIFICATION.

6. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED.
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION:

US 13B & MD 513 (CEDAR LANE)
(FRUITLAND, MD)
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